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DIPETANE FUEL TECHNOLOGY ANNOUNCES SIGNIFICANT RESULTS 

IN AN ASTM D6079 LUBRICITY TEST FOR ULSD FUELS
Dipetane II brings ultra dry fuel within Engine Manufacturer Association specifications  
NEW YORK, November 18, 2008 – Dipetane Fuel Technology today announced the third party test results of ASTM D6079 Lubricity test showing Dipetane II to be an effective after-market lubricity treatment. In addition to its demonstrated proven fuel economy benefits shown earlier this year in the SAE J1321 / TMC Type II Fuel Consumption Test, Dipetane II now has proven ULSD fuel lubricity benefits.

Lubricity is a concern for all users of the new Ultra Low Sulfur Diesel fuels. ULSD does not have the lubricity that previous diesel fuels provided, and truckers know the difference. Although additized to compensate, the resulting fuels fall short of prior lubricity levels and in some cases are not additized properly – then they fall way short.

Dipetane’s lubricity formulation helps protect engines from lubricity shortfalls from even severely deficient fuels.  In the industry standard ASTM 6079 High Frequency Reciprocating Rig (HFRR) tests performed by Magellan Midstream Partners, Dipetane II increased lubricity by 162 microns. With an industry standard of 520 micron scar factor, Dipetane II improved a sample of poor lubricity ULSD 583 micron scar factor fuel to a 421 micron scar factor level. While this may sound technical, it helps to eliminate concerns of truckers throughout the country. They have to use ULSD and are worried about the damage low lubricity fuels are causing to their engines. Dipetane II cures the lubricity problem.  

“In our SAE  fuel economy test earlier this year, Dipetane proved better burn efficiency, with resultant improvement in fuel economy, horsepower and engine life,” said Richard McPherson, managing director of Dipetane USA. “Now with the added proof of significant lubricity, truckers can feel even more confident that they are getting their money’s worth.”
Magellan Midstream Partners Laboratory Services specializes in the inspection and testing of refined petroleum products. Their labs are experienced in lubricity analysis and testing running two shifts dedicated to the ASTM 6079 HFRR tests for evaluating lubricity of diesel fuels. 
For a copy of the complete Magellan Midstream Partners report and test data, please contact Steven Gerszberg at (201) 422-6600, ext. 104.  Additional information is at www.dipetanenortheast.com.
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